
Swimming pool gratings running at 
rightangles to the pool edge, in rigid 
design. The maximum profile spac-
ing is < 8  mm in accordance with 
DIN EN 13451-1 and DIN EN 16582-1.

Models 760 
and 760 E

emco swimming pool gratings

Not permitted for use on or with inflow openings in swimming pools.For further informations visit: www.emco-bau.com
Subject to technical modifications. Date of issue: 01.01.2017
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Can be used in: 
· �Public and private swimming pools  

with overflow channels

Specifications:

Model Height  
(mm)

Grating width (mm) 
Special widths (pre-cut part) 

Grating width (mm) 
Standard widths 

200             300             400

760 E 22 110 - 399   

760 22 110 - 399   

Profiles:
With model 760, three standard elements 
measuring 295 mm in length and made 
from solid Hostalen® are connected to 
885  mm-long section pieces using a 
completely secure joint. Model 760 E is 
manufactured as a standard element 
with a length of 295 mm.

The gratings are provided with a safety 
profile seal which has been tested for 
non-slip properties by the German Insti-
tut der Säurefliesner-Vereinigung (Re-
search and Advisory Institute for Wall 
and Floor Coverings) and meets the cri-
teria of classification C. 

For corner solutions and special shapes, s. p. 17

Features:
· �Easy to use
· �Value for money
· �Custom application options

These gratings are suitable wherever 
stringent specifications have to be met 
in wet areas. They are produced in  
the standard widths of 200, 300 and 
400  mm, but special widths ranging 
from 110 to 399 mm can also be provided 
on request. The grating height is 22 mm.

Full details:
www.emco-bau.com
www.ausschreiben.de

emco swimming pool gratings (running at right angles to the pool edge, rigid)

Standard colours:

white,  
similar to  
RAL 9010

yellow,  
similar to  
RAL 1018

beige,   
similar to  
RAL 1001

grey, 
similar to  
RAL 7001

Special colours: On request

Model 760 E

NEW!
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Mitred corner (in every angle)

Rigid corner (90˚)

Fan corner (135˚- 179˚)
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Description:
Mitred corners (in every angle), fan cor- 
ners (135˚- 179˚) and rigid corners (90˚) 
are available. 

Please allow for longer delivery times in 
case where special colours are required.

Mitred corner (in every angle) Fan corner (135˚- 179˚) Rigid corner (90˚)

Corner designs for swimming pool gratings:

Typ 723/720 724/721 760

Mitred corners   

Fan corners  – –

Rigid corners   

emco corner solutions

17 For further informations visit: www.emco-bau.com
Subject to technical modifications. Date of issue: 01.01.2017



emco swimming pool gratings – labels 

Material: 
Plastic 

Background colour: 
Blue 
Colour of letters: 
White 

Height of lettering: 
approx. 80 mm

Examples of inscriptions: 
Swimmers, Non-swimmers,
Adventure pool, Water depth, etc. 

Dimensions: 
150 x 295 mm  
(Lettering e.g. “WD 0.80 m” or similar) 
150 x 590 mm 
(Lettering e.g. “Non-swimmers” or
similar)

Thickness of sign: 
3,2 mm

Full details:
www.emco-bau.com
www.ausschreiben.de

Description:
emco 723 (720), 724 (721) and 760 
swimming pool gratings are also avail-
able with information signs.

These are blue with a textured (struc-
tured) surface into which white letter-
ing is engraved. They are lowered into 
the grating surfaces and made flush 
with them using a milling process, and 
permanently attached to the grating.

18 For further informations visit: www.emco-bau.com
Subject to technical modifications. Date of issue: 01.01.2017


